
PRODUCT BULLETIN PREMIX JOINT COMPOUND BULLETIN NO: J-6903 
9/26/75 ' DRYWALL ACCESSORY OOAL . PURF<JSE DATE: 

I PRODUCTS (NON-ASBESTOS) PAGE: 1 of 2 

' 
APPROVALS: PROOOCING PLANT: ~ TEST BATCH 

I SEATTLE . DATE: 
i 

BULLETIN D!SCRIPriON ~ FOUNDS GALLONS 

165 Ground Raw Gvooum J6,65 ' 2200 I 

: 
.1.89 Wollastonite 1 11 200 , 

-· 

251 Mica AMC soo 100 

21.7 Mica S 500 100 ' 

052 Min-U-Gel FG (Florid in Co-) 1.11 200 

U2 Talc 2 50 150 i 

2.1.5 Methocel 228 0 25 15 I 
2U.. Cellosize OP-U.OO..H 0,08 5 

, 

200 Keltose 0.13 8 • 
45J Preservative - Dowicil 75 0.13 8 

470 PVAc Emulsion (5.84% on solids) 5.8J 350 38 

457 Nonco NXZ (defoamerl 0.10 18 

Water - start 31.92 1916 210 
' 

Water - adJust to std. viscositv 5.55 311 40 

TOTAL 100.00 6003 
• 

-- ---- MAWFACTURING INSIRUCTIONS: 

1, See Process Bulletin J-2. 
2, Dry blend all powder materials 8 minutes. 
J, For PMG add 4 lbs, Yellow Oxide per batch (Bulletin RM-J-190). 
4. For summer conditions add 8 g&llons Ethylene Glycol per batch, 

(VALITY CONTRQl.: 

TM-1 Viscosity, Vicat, 150 gm cyl @ 5 sec. lJ - 16 mm 
TM-J Tape Bond 9- 10 
TM-6 Application No lumps 
TM-7 Workability Equal to Standard 

KG2000808 


